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GF-MCM1G-SFP-2RJ45
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Mini SFP to 2 x RJ45 Media Converter | 10/100/1000Base-T to 1 SFP slot

Product overview

Compact Gigabit fiber media converter for network extensions, FTTH/FTTC/FTTB and small-office applications.
Supports desktop, wall or optional rack-chassis installation.

Technical specifications

Parameter Specification

Copper ports 2 x 10/100/1000Base-T RJ45

Fiber port 1 x 1000Base-X SFP/1x9

Standards IEEE 802.3, 802.3u, 802.3ab, 802.3z, 802.3x

Jumbo frame 10K

LEDs TP/LNK, 1000M, FX/LNK, PWR

Operating temperature 0 to +50 °C

Power inputs 1

Operating voltage 5-12 V DC

Power consumption 3 W maximum (100Mb and 1Gb models)

Housing Metal

Dimensions W x D x H 90 x 60 x 20 mm

Weight, bare 0.12 kg / 0.26 lb

Installation Desktop, wall mount, rack (optional rack chassis required)

Chassis format described 1U, 12 slots

General notes

Technical info includes SFP/1x9 interface alternatives. Confirm the ordered interface and chassis compatibility.

Ordering: GF-MCM1G-SFP-2RJ45


